
Dual Operational Amplifier

1. Description

V4580V is the dual operational amplifier,specially designed for improving the tone 
control.,which is most suitable for the audio application.

Featuring noiseless, higher gain bandwidth, high output current and low distortion 
ratio, and it is most suitable not only for acoustic electronic parts of audio peramp
and active filter, but also for the industrial measurement tools. It is also suitable for 
the head phone amp at higher output current, and further more, it can be applied 
for the handy type set operational amplifier of genenal purpose in application of 
low voltage single supply type which is properly biased of the input low 
voltage source.

2. Features

• Operating voltage (±2~±18V)

• Low input noise voltage (0.8mVrms typ.)

• Wide gain bandwidth produce (15Mhz typ.)

• Low distortion (0.0005% typ.)

• Slew rate (5V/ms typ.)
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3. Applications

• Audio per-amp

• Head phone amp

• Handy type set

• Measurement tool

4. Pin Configuration

5. Block Diagram (1/2 Shown)
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6. Absolute Maximum Ratings (Tamb=25°C)

7. Electrical Characteristics (Tamb=25°C, V+/V- =±15)

Characteristic Symbol Test Condition Min Typ. Max Unit

Input Offset Voltage VIO Rs≤10kΩ - 0.5 3 mV

Input Offset Current IIO - 5 200 nA

Input Bias Current IIS - 100 500 nA

Large Signal Voltage Gain AV RL≥2KΩ, VO=±10V 90 110 - dB

Output Voltage Swing VOM RL≥2KΩ ±12 ±13.5 - V

Input Common Mode Voltage Range VICM ±12 ±13.5 - V

Common Mode Rejection Ratio CMR Rs≤10kΩ 80 110 - dB

Supply Voltage Rejection Ratio SVR Rs≤10kΩ 90 110 - dB

Operating Current ICC - 5 7 mA

Slew Rate SR RL≥2KΩ - 5 - V/µs

Gain Bandwidth Product GB f=10kHz - 15 - MHz

Total Harmonic Distortion THD
AV=20dB, VO=5V,
RL=2kΩ, f=1kHz

- 0.0005 - %

Input Noise Voltage VNI RIAA Rs=2.2kΩ, 30kHzLPF - 0.8 - µVrms

Characteristic Symbol Value Unit

Differential Input Voltage V+/V- ±18 V

Supply Voltage VIC ±15(note) V

Input Voltage VID ±30(note) V

Output Current IO ±50 mA

Power Dissipation PD 250 mW

Operating Temperature Range Topr -20~+75 °C

Storage Temperature Range Tstg -20~+125 °C
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8. Typical Characteristics Curves

Operating current vs. Temperature Output voltage swing vs. Temperature
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Output voltage swing vs. Output current Equivalent input noise voltage vs. Frequency
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Total harmonic distortion vs. Output voltage Voltage Gain, Phase vs. Frequency
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9. Package Outline

TSSOP-8-225-0.65 UNIT: mm
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a. Tape

b. Reel

13±0.20

P S

6

330±0.10
16.5±0.20

12.5±0.20

V4580V
T&R Package Graphics (unit: mm)

Date 2005-12-02

Made by

Auditor

Approved by
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c. Plastic Pocket

d. Box 1
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e. Box 2

22

730

335

22

350±5
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f. Green-Mark

“PbFREE” label attached on the side of Plastic Pocket and attached above the bar code outside of BOX2.

Name of the part
Material
weight

(mg/unit)
Material name

Material
analysis
(element)

Material
analysis

(weight%)

Leadframe 11.300 KFC

Fe
Zn
P

Cu

2.4%
0.03%
0.12%

97.45%

Plastic 22.053
Epoxy
resin

Epoxy resin

SiO2

15%

73%

8%

<1%

   3%

Chip 1.25
Doped
Silicon

Si
Al

99.4%
0.6%

Die attach material 0.138 Glue
Ag

Epoxy resin
80%
20%

Wires 0.200 Gold Au 99.99%

Leads finishing 0.475 Lead-Free Pb<100PPM

V4580V
Bill of Material

Date 2005-12-02

Made by

Auditor

Approved by

Reel Box

Package Format Pcs/Reel Reel/Box2 Box2/Box1 Pcs/Box1

TSSOP-8 3,000 1 10 3,000
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MAX. Temperature (Surface) : Below 265°C
MAX. Temperature Duration : ≤10s
Above 220°C Duration : 30-60s
Between 150°C and 180°C : 60-120s
Duration
Soldering Times : 2 Times

150ºC 180ºC

10s

265ºCMAX.

220ºC

30~60s

Time(s)

60~120s

V4580M
Infrared Reflow Soldering Condition (suggestion)

Date 2005-12-02

Made by

Auditor

Approved by
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MAX. Temperature (Surface) : Below 250°C
MAX. Temperature Duration : ≤10s
Pre-heat Temperature : 120°C
Soldering Times : 1 Time

150ºC 180ºC

10s

250ºCMAX.

220ºC

30~60s

Time(s)

60~120s

V4580M
Wave Soldering Condition (suggestion)

Date

Made by

Auditor

Approved by
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Package  form

TSSOP-8-225-0.65

Lot number  :

The 1st digit :  the last number of the year

The 2nd digit:   symbol of month

The 3rd digit :   the number of order

Mark of 1 pin

Product name,No

more than 9 digits

IC lot number

V4580V
XXXXX
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